
Technical values for the stability calculation (BRAWO® SRR)

Circumference E-modulus 3-min short-term: DIN EN 1228 2700 N/mm²

Circumference E-modulus long-term: DIN EN 1228 421 N/mm²

3-point bending E-modulus short-term: DIN EN ISO 178 2200 N/mm²

3-point bending E-modulus long-term: DIN EN ISO 178 343 N/mm²

3-point flexural strength short-time: DIN EN ISO 178 48 N/mm²

3-point flexural strength long-time: DIN EN ISO 178 7,5 N/mm²

Compressive strength short-term: DIN EN ISO 604 89 N/mm²

Compressive strength long-term: DIN EN ISO 604 13,9 N/mm²

Attenuation factor: 6,41

Poisson's ratio µ: 0,36

Partial safety factor γm: 1,35

Annular gap (according to DWA-A 143-2) 0,5 %

Material characteristic group according to DWA-M 144-3 2

Achievable wall thicknesses for the BRAWOLINER®

(SN > 500 N/m²)

Max. GW over 

pipe base 

(>1,5m) 
4)

BRAWOLINER® 3D DN 70-100  / HT 3D DN70-100 DN 70 4,0 mm 50088 N/m² Ja ≥ 5,0 m

DN 80 3,5 mm 21548 N/m² Ja ≥ 5,0 m

DN 100 3,0 mm 6656 N/m² Ja ≥ 5,0 m

BRAWOLINER® 3D DN 100-150 / HT 3D DN100-150 DN 100 4,0 mm 16276 N/m² Ja ≥ 5,0 m

DN 125 3,5 mm 5378 N/m² Ja 4,5 m

DN 150 3,0 mm 1912 N/m² Ja 2,0 m

BRAWOLINER® 3D DN 150-225 / HT 3D DN150-225 DN 150 4,0 mm 4627 N/m² Ja 4,0 m

DN 200 3,5 mm 1271 N/m² Ja 1,5 m

DN 225 3,0 mm 555 N/m² Ja 0,7 m

BRAWOLINER® 3D DN 200-300 DN 200 5,3 mm 4538 N/m² Ja 3,9 m

DN 250 4,8 mm 1688 N/m² Ja 1,8 m

DN 300 4,5 mm 795 N/m² Ja 1,0 m

BRAWOLINER® 3D DN 300-400 DN 300 6,0 mm 1912 N/m² Ja 2,0 m

DN 350 5,6 mm 967 N/m² Ja 0,9 m

DN 400 5,3 mm 545 N/m² Ja 0,6 m

Technical static values BRAWOLINER® EP

Stand: 2025-12-02

1) These wall thicknesses are achieved in accordance with the recommended rolling distances least. 

   A wear layer of 0.2 mm has already been deducted the listed values.

2) Calculation of nominal ring stiffness (SN) in accordance with DIN EN 1228

   E = Circumference E-modulus 3-min short-term ; e = wall thickness ; de = internal diameter old pipe

4) DWA-A 143 Part 2
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